**CTS COMPOSITE HOSE FITTINGS**

All CTS hose end fittings are reusable and are attached with the superior external swaging method. Fittings in other material combinations or to customer’s specifications are available upon request. Special fittings include amongst others dry-break couplers, emergency release couplers and isolated couplers according special standards.

### FLANGED COUPLINGS

**Fixed Flanges ASA, DIN, TTMA or JIS**

- **Size**: 1” to 16”
- **Material**: CS or SS 316/316L (1.4401/1.4404)
- **Ferrule**: CS or SS 316/316L (1.4401/1.4404)

**Floating Flanges ASA, DIN, TTMA or JIS**

- **Size**: 1” to 16”
- **Material**: Stub End: CS, SS 316/316L (1.4401/1.4404), Brass or Polypropylene
- **Flange**: CS, SS 316/316L (1.4401/1.4404) or Polypropylene
- **Ferrule**: Carbon Steel or SS 316/316L (1.4401/1.4404)

### THREADED COUPLINGS

**Male threaded nipple NPT or BSP**

- **Size**: 1” to 4”
- **Material**: CS, SS 316/316L (1.4401/1.4404), Aluminium, Brass, Polypropylene
- **Ferrule**: CS or SS 316/316L (1.4401/1.4404)

**Female threaded swivel nut coupling NPT or BSP**

- **Size**: 1” to 4”
- **Material**: Carbon Steel, SS 316/316L (1.4401/1.4404), Aluminium, Brass, Polypropylene
- **Ferrule**: Carbon Steel or SS 316/316L (1.4401/1.4404)

---

All our product information and specifications are drafted with extreme care but can be subject to change. We reserve the right to change product specifications.